Release Note – 7.00.02 

Compatibility table: 
	Firmware version (Interim release)
	7.00.02 

	Loop Card version            
	1.8.2

	HFSS
	7.0.250.0




Changes: 
Release of Compass Cyber software version V7.00.02 to address:
1. Cyber requirements
a. Secure boot – Production Signed FW Image
For backward compatibility Signed firmware of previous unsigned versions like 6.05.03 will be available
b. Secure password storage
c. Panel does not share passwords with HFSS
d. HFSS: User Profile passwords are not exposed
2. Login Menu change to include administrator profiles
a. Profiles Admin #1 and Admin #2 are added to manage passwords
b. Acceptable access code length should have 7 digits & should not be simple to guess such as 1111 111, 1234567, 7654321 etc. 
c. If any intruder attempts to login into panel, on 10th incorrect attempt User will blocked to access menu for 30 secs . 
i.  After expiry of 30secs timeout, if again incorrect access code is entered then lockout is re-enforced. 
ii. If user enters correct access or exits enter access code menu on panel, then 20-char Encrypted Hexadecimal string is displayed on panel.
iii. User can contact Technical support with Encrypted string & retrieve correct access code
iv. If user inputs valid access code after timeout, only then 10 retry attempts are provided
3. UL 10th and 2572 2nd edition changes
4. Wenlock Co Only and Photo-CO support
5. Trouble-Monitor Module added
6. Ability to Silence and Reset Panel across sites
7. Offsite events are identified and displayed if OPGs are getting activated due to alarm conditions in panels in another site due to cause-and-effect / mapping
8. Firmware Fixes to following issues
a. Display response lags when break in SBUS occurs
b. Incorrect Sensitivity values are used on Compass panel for Fire/CO & Photo/CO
c. When a CO-Only detector activation is acknowledged, the "A" symbol is not displayed in the upper right corner of display as for other activations
d. Two count zone detector in ALARM does not clear the event by Enable/Disable.
e. PAS Improvements
f. During a walk test the printer starts continuously printing
9. HFSS 
a. Mapping Alert Between 2 Networked IFP-2100 Panels (1 ECS and 1 Non-ECS)
b. CLSS Changes 

Note:
Post installing this software, older software cannot be installed as this is a Signed Firmware
